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Ex 112 G Exmb |1 T6 -40°C<Ta<35°C. Ex 112 D Ex mD 21 T85°C -40°C<Ta<35°C.
Ex 112 G Ex mb 11 75 -40°C<Ta<50°C. Ex 112 D ExmD 21 T100°C -40°C<Ta<60°C.

Ex112 G Exmb Il T4 -40°C<Ta<75°C. Ex 112 D Ex mD 21 T125°C -40°C<Ta<75°C.

Compact Camera CCC *° Ex-M (Explosionproof)

We offer superior instrumentation services for our clients worldwide,

24 hours a day, 7 days a week.



http://www.bohrbv.com/

Technical Specifications

Compact Camera CCC *° Ex M [Explusmnpruui]

Universal camera bracket

Camera atlachment

latest ATEX regulations. Oraco accepts no lizbility for mistakes, faults or
damages due to wrong voltage connection. Zenerbarriers and fuses are not
included, should be applied by installer.

Installation

Aiming the camera
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Article number PAL Ha1100 HE110 Ha1130 Ha11s0 0HE1160
Article number NTSC  0H81200 HE1z10 1]131.'-."21] Ha1Z30 [HB1 241] Ha12s0 HE1260
Description CCC Ex 95" CCG Ex 81° GGG Ex 707 CCC Ex 62° COCEx44®  COCEx33® GGG Exis”
Horizonial amgle 5" at® il & 440 a1 15
Vertical angle 7" &I o 25° 11?
CCD 1/4 inch CCD Im:uge SEMSOL.
CCOD total pixels PAL: 7O5(H) x 5960W), NTSC: B11(H) x 5080V). Ex Il 2 G Ex mb Il TG -40°C«Ta<35°C.
Minimum illumination 1.5 Lux (F1.2, 5600°K). Ex 112 G Ex mb 1 TS5 -40°C<Ta<50°C.
Resolution 4710 TVL / 580 TVL (Enhanced). Ex Il 2 G Ex mb |1 T4 40*C<Ta<75°C.
%N ratio 52dB | MIN 1/ 60dB { TYP') (AGC OFF). Ex Il 2D ExmD 21 TAS"G 40°C<Ta<35"C.
AES. 1/50--1/100,000 sec. Ex 11 2 D Ex mD 21 T100%G -40°C<Ta<30°C.
T-hﬂ nm 1 Iw 0o {:Dmﬂmﬂ ".rileﬂ at 75 Dhm Ex 12 D Ex mD 21 T125°C 40°C<Ta<75"C.
Gamma cormection 045
Gaiin control AGC Camera musi be connected to a
White balance mode  ATW / AWC Switchable. fuse 250 mA slow blow.
White balance range 3200 - 10000 2K
Mirror fumction REV. / NOR. Switchable via orange wire conngcied to 12VWDC +~ 3V EC Declaration of
Shock constancy Shock and vibration resistant for wsage on offshore platform. conformity
Weight 0.44 kg, without cable. Agsording to Annex XB, ATEX
Lensglass Chemically hardened, toughened, tempered floatplass, § to 7 times stronger than guidslines S4VEC.
ondinary glass. Hame manufzcturer: Orlaco
Housing Stainless stesl 316L, 1PE3. Products BV.
Camera bracket Camera bracket i= made of glass reinforced polamide, surdives torgue test: Address manufactursr:
50 Nm at -40*C._.+85°C. A Plezmanztrast 42, 3771 MN,
Ambient temperature  T4:-20FCo+75°C. T5;-20°C<+50°C, TG;-40°C<+357C. Barneveld
Cahbile Art. no 1220410, metric marker. 5.0 meters (+-0.1m). the cable shall be fixed The Netherlandsz, Eurooe.
mounted. Declares that the product:
Approvals EN 6D070-0:2006, EN 60078-18-2004, EN 61241-0-2006, BN 61241-18-M004. Product nama: [Compact Cam-
|EC G0079-0:-2004, IEC &D070-18:2004. 1EC 61241-0-2004, IEC 61241 -18:7004. Eﬁ" Ef-ﬂ I'P{F'l'ﬂm’l.ﬂ-’ﬂﬂﬂf
Power +HA2VDC - 15%, consumption 250mA heating on, 35mdA heating off. Camera Fupnbenz):
must be connected fo a fuse 250 mA slow blow. The breaking capacity of the fuse gfh‘g; EE‘:'”';'"_E'M"‘: ?T:E el
must be in accordance with the prospective short circuit current of the supply. m'ddﬁrfﬁ;mi:}:g_ ng
Protection Automatic shutdown <11,1\DG and »16,1WDG Protection against extrems ENAED GD“D?B-:]::D:]EL-'E:E-H.
;?rnnag Erﬁ::ll;:][ﬂlg (500 hrs.) With Ferrite T filter protection against spikes, load- ENIEC £0070-18-2004. ENJIEC
Notes: Blecirical connections shall only be done by qualified Ex engingers following the E}E:}ﬁfﬁmm EEE

Extra infarmation:

Products ars tested az
ind=pendant units.

Gomtacts The Netherlands:

Mir. &. wan Beuzskom

Tel - =31 242 404555,

Notified body CEOZ44:

Kema Quality BV, UHrechtze-weg
310, 6812 AR ARMHEM

The Netherlandz, Eurcpe.

The fre= end of the permanenthy
caonnecied, unterminsted cabls
iz to be connectsd in an ap-
progriate way, e.g. in 2 suitshle
Ex g or Exd junction ba.

How to connect the camera
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We offer superior instrumentation services for our clients worldwide,
24 hours a day, 7 days a week.




